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Stirrers

¥ Epoxy painted metal structure  tested in order to give to the instrument an ex-
cellent resistance to attack of chemical and mechanical agents and to corro-
sion in general (Excepting MTS microstirrer with ABS structure).

¥ High power driving magnet type PCM (Patented Composed Magnet).
¥ Protection: IP 41.

MST Magnetic microstirrer
¥ Electronic speed regulation.

¥ Voltage: 220-240V/50-60 Hz

Magnetic MICROSTIRRER
¥ Electronic speed regulation.

¥ Voltage: 220-240V/50-60 Hz

AGE Magnetic stirrer
¥ Electronic speed regulation.

¥ Voltage: 220-240V/50-60 Hz

ATE Magnetic stirrer
¥ Electronic speed regulation.

¥ Voltage: 220-240V/50-60 Hz

Magnetic stirrer without heating

Magnetic stirrer without motor

¥ Without moving mechanical components, which does not require mainte-
nance.

¥ Stirring action obtained by a rotating magnetic field produced by a set of elec-
tric coils with varied current.

¥ Protection: IP 20.
¥ Structure manufactured from selected materials highly resistant to chemicals

aggressions..
¥ The speed range, microprocessor controlled, is between 50 and 1100 rpm.

¥ Voltage: 220-240V/50-60 Hz

� 51060

� 51061

� 51064

� 51065

� 51079

Code M�x.
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Dimensions
W Ð  D Ð  H

Power
W

Weight 
Kg

51060 1.100 rpm 5 Litres 150x130x50 mm 6 0,55
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51061 1.100 rpm 5 Litres 128x120x48 mm 6 0,40
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51064 1.200 rpm 8 Litres 171x190x75 mm 40 1,80
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51065 1.000 rpm 25 Litres 250x285x120 mm 15 3,70
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51079 1.100 rpm 5 Litres 160x230x33 mm 5 0,87
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